
Aerozine50 Specifications & DOT Shipping Information 

CHARACTERISTIC  PROCURED/DELIVERED 
SPECIFICATION:  MILPRF27402C 
N2H4  51 +/ 0.8% by weight 
UDMH  47% by weight (minimum) 
Water  1.8% by weight (maximum) 
Total N2H4, UDMH and amines  98.2% by weight (minimum) 
Particulate  10 mg/liter (maximum) 

Additional Requirements: 

Note:  Analysis /measurement only performed for direct deliveries to the Delta II vehicle. 

Usage & 
Other Data: 

Aerozine50 (A50) is a 5050 blend of hydrazine (N2H4) and unsymetricaldimethyl 
hydrazine (N2H2(CH3)2). It is a hypergolic (spontaneous ignition without an igniter) 
fuel when used with Nitrogen Tetroxide oxidizers. It is used on the Delta II launch 
vehicle's 2nd stage. Aerozine50 is normally stored and delivered in 2,500 gallon PEI 
tankers (KSC/CCAFS or vendor). 

Note:  There are no JBOSC filter requirements for A50. 

CO2  30 ppm by weight (maximum) 

Density  Measured to an accuracy of +/ 0.005 lb/ft 3 
Report results at 4 points, 50 o , 55 o , 60 o and 65 o 

Proper Shipping Name and Container Markings: 
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DOT Hazardous Material Codes and Regulations will explain the letters and numbers. 
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Markings for a "bulk container" (over 119 gallon capacity) with 12"sided placards. An authorized 
variance would have the identification number replace the words on the primary hazard placard 
(with the number at the bottom corner). Nonbulk containers would use the similar 3"sided labels 
and have "UN(ID#)" nearby. The proper shipping name would also appear near the labels or 
placards. Consult your local DOTmarkings experts for clarifications. If the container is covered by 
a DOT Special Permit, the number (DOTSPxxxxx) would also appear on the container. For 
Aerozine50, NASA adds the corrosive placard since Aerozine50 is a corrosive chemical. 

Updated: October 5, 2006

http://www.access.gpo.gov/nara/cfr/waisidx_04/49cfrv2_04.html

